
CONSTRUCTION 
INSTALL 
DETAILS

Project Examples





185 SET BACK

EX
TE

N
T 

O
F 

S/
O

O
/A

LL
 F

R
AM

E
37

12
15

12 150 SFS

113 O/ALL MAINFRAME

105 TIMBER8

30150113102.5

557.5 (EW-B1)

67

SL
AB

 E
D

G
E

10

UF VARIES
1F 114.760
GF 111.610

(BRICK)

56

30
12

UF VARIES
1F 114.772
GF 111.622

(SFS)

TYPICAL O/OUT
HEAD AT BRICK

113 O/ALL FRAME

105 TIMBER8

O/OUT HINGED
BALCONY DOOR

38
38

65
4

113 O/ALL FRAME
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PROFILES

NOTE!

ALL FIXING SPECS, SUPPORTS AND ASSOCIATED
CENTRES, STEEL GUAGES, EMBEDMENT DEPTHS ETC.

ARE TBC BY THE NORDAN STRUCTURAL ENGINEER

EXTERNAL BREATHER
MEMBRANE BY CONTRACTOR

12mm Y-WALL SHEATHING (OR SIMILAR
APPROVED) BY CONTRACTOR

FULL FILL MINERAL WOOL
INSULATION BY CONTRACTOR

INTERNAL VAPOUR CONTROL
LAYER BY CONTRACTOR

150mm SFS FRAMING
SYSTEM BY CONTRACTOR

SILICONE SEAL & BACKING
ROD BY INSTALLER

ISM NON-COMBUSTIBLE EPDM (IN GREEN) SEALED
BETWEEN FRAME & CS BOARD BY INSTALLER

INTERNAL FINISHES & AIR
SEAL BY CONTRACTOR

MW INSULATION
BY INSTALLER

50mm WIDE x 3mm THK GMS S275 GRADE TO BS EN 1461 RESTRAINT
LUG WITH 2 x No.10 STAGGERED FIXINGS TO FRAME (30mm
EMBEDMENT) & 1 x 5.5mm DIA TEK SCREW & SHIMMING TO SFS,
150mm FROM EDGE OF FRAME THEN 600mm MAX CRS BY INSTALLER

PERIMETER VCL MEMBRANE
(IN ORANGE) BY INSTALLER

12mm Y-WALL SHEATHING
(OR SIMILAR APPROVED)
BY CONTRACTOR

FULL SILICONE FILLET BEAD
BETWEEN PRESSING STOP ENDS &

REVEALS, WITH BACKING ROD TO
PREVENT 3-SIDED ADHESION

2mm PPC ALUMINIUM HEAD PRESSING WITH 7mm x 30mm
SLOTTED WEEP HOLES AT 450mm CRS, SECURED WITH SLOTTED
FIXING CLIP & 5.5mm DIA SELF-DRILLING TEK SCREW INTO LINTEL

(150mm FROM EACH END THEN 300mm MAX CRS) & COLOUR
MATCHED RIVET (SITE DRILLED FOR ALIGNMENT WITH CLIP)

150

60

CAVITY BARRIER (SHOWN INDICATIVELY)
BY OTHERS TO ARCHITECT SPECIFICATION

MW INSULATION BY OTHERS
TO ARCHITECT SPECIFICATION

NOTE!

PRESSING/CLIP SUPPLY SUBJECT
TO AGREEMENT WITH NORDAN

NOTE!

EXTENT OF STRUCTURAL
OPENING IS +2110mm, FROM
28 COURSES +10mm JOINT?

DETAILS
TYPICAL O/OUT HEAD AT BRICK
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AT METAL CLADDING
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105 TIMBER8

88

FIXED LIGHT

ALTERNATIVE
PROFILES

CLADDING SYSTEM WITH VENTILATION/DRAINAGE
SLOTS & CONTINUOUS CLOSER PIECE BY

CONTRACTOR (SHOWN INDICATIVELY), MUST BE
CONTINUOUS & SUFFICIENT TO PROVIDE SUITABLE

SEALING GROUNDS FOR THE NORDAN PRIMARY SEAL

SILICONE SEAL & BACKING
ROD BY INSTALLER

ISM NON-COMBUSTIBLE EPDM (IN
GREEN) SEALED BETWEEN FRAME

& CS BOARD BY INSTALLER INTERNAL FINISHES & AIR
SEAL BY CONTRACTOR

MW INSULATION
BY INSTALLER

50mm WIDE x 3mm THK GMS S275 GRADE TO BS EN 1461 RESTRAINT
LUG WITH 2 x No.10 STAGGERED FIXINGS TO FRAME (30mm
EMBEDMENT) & 1 x 5.5mm DIA TEK SCREW & SHIMMING TO SFS,
150mm FROM EDGE OF FRAME THEN 600mm MAX CRS BY INSTALLER

PERIMETER VCL MEMBRANE
(IN ORANGE) BY INSTALLER

12mm Y-WALL SHEATHING
(OR SIMILAR APPROVED)
BY CONTRACTOR

CAVITY BARRIER (SHOWN INDICATIVELY)
BY OTHERS TO ARCHITECT SPECIFICATION

MW INSULATION BY OTHERS
TO ARCHITECT SPECIFICATION

EXTERNAL BREATHER
MEMBRANE BY CONTRACTOR

12mm Y-WALL SHEATHING (OR SIMILAR
APPROVED) BY CONTRACTOR

FULL FILL MINERAL WOOL
INSULATION BY CONTRACTOR

INTERNAL VAPOUR CONTROL
LAYER BY CONTRACTOR

150mm SFS FRAMING
SYSTEM BY CONTRACTOR

NOTE!

ALL FIXING SPECS, SUPPORTS AND ASSOCIATED
CENTRES, STEEL GUAGES, EMBEDMENT DEPTHS ETC.

ARE TBC BY THE NORDAN STRUCTURAL ENGINEER

NOTE!

ASSUMED CLADDING HEAD WILL ALIGN
WITH ADJACENT BRICK AT +2110mm?

PLEASE CONFIRM OR ADVISE OTHERWISE

DETAILS
TYPICAL O/OUT HEAD AT METAL CLADDING
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FIXED LIGHT

O/OUT HINGED
BALCONY DOOR

SILICONE SEAL & BACKING
ROD BY INSTALLER

ISM NON-COMBUSTIBLE
EPDM (IN GREEN) SEALED
BETWEEN FRAME & CS
BOARD BY INSTALLER

SILICONE FILLET BEAD
BTWN REVEAL & CILL
UPSTAND BY INSTALLER

INTERNAL FINISHES & AIR
SEAL BY CONTRACTOR

MW INSULATION
BY INSTALLER

50mm WIDE x 3mm THK GMS S275
GRADE TO BS EN 1461 RESTRAINT LUG
WITH 2 x No.10 STAGGERED FIXINGS
TO FRAME (30mm EMBEDMENT) & 1 x
5.5mm DIA TEK SCREW & SHIMMING TO
SFS, 150mm FROM EDGE OF FRAME
THEN 600mm MAX CRS BY INSTALLER

PERIMETER VCL MEMBRANE
(IN ORANGE) BY INSTALLER

12mm Y-WALL SHEATHING
(OR SIMILAR APPROVED)
BY CONTRACTOR

CAVITY BARRIER (SHOWN INDICATIVELY)
BY OTHERS TO ARCHITECT SPECIFICATION

MW INSULATION BY OTHERS
TO ARCHITECT SPECIFICATION

EXTERNAL BREATHER
MEMBRANE BY CONTRACTOR

12mm Y-WALL SHEATHING (OR SIMILAR
APPROVED) BY CONTRACTOR

FULL FILL MINERAL WOOL
INSULATION BY CONTRACTOR

INTERNAL VAPOUR CONTROL
LAYER BY CONTRACTOR

150mm SFS FRAMING
SYSTEM BY CONTRACTOR

SILICONE SEAL & BACKING
ROD BY INSTALLER

ISM NON-COMBUSTIBLE
EPDM (IN GREEN) SEALED

BETWEEN FRAME & CS
BOARD BY INSTALLER

SILICONE FILLET BEAD
BTWN REVEAL & CILL

UPSTAND BY INSTALLER

INTERNAL FINISHES & AIR
SEAL BY CONTRACTOR

MW INSULATION
BY INSTALLER

50mm WIDE x 3mm THK GMS S275
GRADE TO BS EN 1461 RESTRAINT LUG

WITH 2 x No.10 STAGGERED FIXINGS
TO FRAME (30mm EMBEDMENT) & 1 x

5.5mm DIA TEK SCREW & SHIMMING TO
SFS, 150mm FROM EDGE OF FRAME

THEN 600mm MAX CRS BY INSTALLER

PERIMETER VCL MEMBRANE
(IN ORANGE) BY INSTALLER

12mm Y-WALL SHEATHING
(OR SIMILAR APPROVED)

BY CONTRACTOR

EXTERNAL BREATHER
MEMBRANE BY CONTRACTOR

12mm Y-WALL SHEATHING (OR SIMILAR
APPROVED) BY CONTRACTOR

FULL FILL MINERAL WOOL
INSULATION BY CONTRACTOR

INTERNAL VAPOUR CONTROL
LAYER BY CONTRACTOR

150mm SFS FRAMING
SYSTEM BY CONTRACTOR

CAVITY BARRIER (SHOWN INDICATIVELY)
BY OTHERS TO ARCHITECT SPECIFICATION

MW INSULATION BY OTHERS
TO ARCHITECT SPECIFICATION

CLADDING SYSTEM WITH CONTINUOUS JAMB CLOSER
BY CONTRACTOR (SHOWN INDICATIVELY), MUST BE
CONTINUOUS & SUFFICIENT TO PROVIDE SUITABLE

SEALING GROUNDS FOR THE NORDAN PRIMARY SEAL

NOTE!

ALL FIXING SPECS, SUPPORTS AND ASSOCIATED
CENTRES, STEEL GUAGES, EMBEDMENT DEPTHS ETC.

ARE TBC BY THE NORDAN STRUCTURAL ENGINEER

NOTE - SEQUENCE

DETAIL ASSUMES WINDOWS BEFORE EXTERNAL WORKS
 (WINDOWS>EPDM>BRICK/CLADDING>PRIMARY SEAL)

DETAILS
TYPICAL O/OUT JAMB CONDITIONS
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TYPICAL LOW LEVEL
CILL AT BRICK

NOTE!

ALL FIXING SPECS, SUPPORTS AND ASSOCIATED
CENTRES, STEEL GUAGES, EMBEDMENT DEPTHS ETC.

ARE TBC BY THE NORDAN STRUCTURAL ENGINEER

ISM NON-COMBUSTIBLE EPDM
(IN GREEN) SEALED BETWEEN
FRAME & SLAB BY INSTALLER INTERNAL FINISHES & AIR

SEAL BY CONTRACTOR

100mm WIDE x 5mm THK GMS S275 GRADE TO BS EN 1461 FIXING LUG FOR RESTRAINT &
DEADLOAD SUPPORT, WITH 2 x No.10 STAGGERED FIXINGS TO FRAME (30mm
EMBEDMENT) & 1 x FISCHER ULTRACUT FBS II US/SK M10 CONCRETE SCREW (65mm
EMBEDMENT) & SHIMMING TO RC UPSTAND, LOCATED 150mm FROM EDGE OF FRAME,
BENEATH ALL INTERMEDIATE MULLIONS THEN AT 600mm MAX CRS BY INSTALLER

PERIMETER VCL MEMBRANE
(IN ORANGE) BY INSTALLER

CAVITY BARRIER (SHOWN INDICATIVELY)
BY OTHERS TO ARCHITECT SPECIFICATION

MW INSULATION
BY INSTALLER

NOTE TO THE NORDAN SE!

PLEASE ADVISE OPTION TO USE A COUNTERSUNK
ANCHOR AGAINST DETERMINED MINIMUM PLATE

THICKNESS TO REDUCE IMPACT ON INTERNAL FINISHES

ISM NON-COMBUSTIBLE EPDM (IN
BLUE) SEALED BETWEEN FRAME

& TOP OF BRICK BY INSTALLER

2mm PPC ALUMINIUM CILL PRESSING BY INSTALLER
MECHANICALLY FIXED TO THE NORDAN FRAME & SECURED WITH

SLOTTED WIND CLIP TO TOP OF BRICK WITH FULL SILICONE
FILLET BEAD BETWEEN PRESSING STOP ENDS & REVEALS

MW INSULATION BY OTHERS
TO ARCHITECT SPECIFICATION

NOTE - SEQUENCE

DETAIL ASSUMES WINDOWS BEFORE EXTERNAL WORKS
 (WINDOWS>EPDM>BRICK/CLADDING>PRIMARY SEAL)

DETAILS
TYPICAL LOW LEVEL CILL AT BRICK
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TYPICAL LOW LEVEL CILL
AT METAL CLADDING

CLADDING SYSTEM WITH VENTILATION/DRAINAGE
PATHS BY CONTRACTOR (SHOWN INDICATIVELY)

NOTE!

ALL FIXING SPECS, SUPPORTS AND ASSOCIATED
CENTRES, STEEL GUAGES, EMBEDMENT DEPTHS ETC.

ARE TBC BY THE NORDAN STRUCTURAL ENGINEER

ISM NON-COMBUSTIBLE EPDM
(IN GREEN) SEALED BETWEEN
FRAME & SLAB BY INSTALLER INTERNAL FINISHES & AIR

SEAL BY CONTRACTOR

100mm WIDE x 5mm THK GMS S275 GRADE TO BS EN 1461 FIXING LUG FOR RESTRAINT
& DEADLOAD SUPPORT, WITH 2 x No.10 STAGGERED FIXINGS TO FRAME (30mm
EMBEDMENT) & 1 x FISCHER ULTRACUT FBS II US/SK M10 CONCRETE SCREW (65mm
EMBEDMENT) & SHIMMING TO RC UPSTAND, LOCATED 150mm FROM EDGE OF FRAME,
BENEATH ALL INTERMEDIATE MULLIONS THEN AT 600mm MAX CRS BY INSTALLER

CAVITY BARRIER (SHOWN INDICATIVELY)
BY OTHERS TO ARCHITECT SPECIFICATION

MW INSULATION BY OTHERS
TO ARCHITECT SPECIFICATION

MW INSULATION
BY INSTALLER

NOTE TO THE NORDAN SE!

PLEASE ADVISE OPTION TO USE A COUNTERSUNK
ANCHOR AGAINST DETERMINED MINIMUM PLATE

THICKNESS TO REDUCE IMPACT ON INTERNAL FINISHES

2mm PPC ALUMINIUM CILL PRESSING BY INSTALLER
MECHANICALLY FIXED TO THE NORDAN FRAME &
SECURED WITH SLOTTED WIND CLIP & RIVET TO

CLADDING RAILS WITH FULL SILICONE FILLET BEAD
BETWEEN PRESSING STOP ENDS & REVEALS

NOTE - SEQUENCE

DETAIL ASSUMES WINDOWS BEFORE EXTERNAL WORKS
 (WINDOWS>EPDM>BRICK/CLADDING>PRIMARY SEAL)

PERIMETER VCL MEMBRANE
(IN ORANGE) BY INSTALLER

DETAILS
TYPICAL LOW LEVEL CILL AT METAL CLADDING
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IMPORTANT NOTES
(The recipient will be deemed to have cognisance and acceptance
of all these notes) This drawing must be checked by the client, his
agent or the main contractor and approved in writing. Any
subsequent written instruction to manufacture (Including "No
Comment") shall constitute approval. Manufacture cannot
commence until approved. Thereafter the client or the main
contractor will be liable for any additional expenses incurred by the
manufacturer and their agents for any alteration to the design
detail or layout requested by them.

CDM REGULATIONS
DESIGN RISK ASSESSMENT
The size and shape of individual units for this project have been
designed to satisfy the overall design requirements for the building.
All persons handling and installing such units should be aware that
there are risks associated with this type of work that cannot be
designed out.

In addition to the hazard/risk normally associated with the type of
work detailed in this drawing, note the following risk information.

PLEASE, DO NOT SCALE FROM THIS DRAWING

Main Contractor
Rev. Description Date

NorDan UK Ltd. 3 Almondview Office Park, Livingston. EH54 6SF
Tel: 01506 433173

Project

Drawing Title

Drawn By/Date Checked By/Date
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Dwg. No. Rev.

Issued for

WINDOW LOCATION:-

FOR WINDOW LOCATIONS AND VARYING CILL

TYPE LOCATIONS, PLEASE REFER TO 5000

SERIES DRAWINGS.

@ A3

Dandara

PDK: 25/07/2024 PH: 25/07/2024

Renshaw Estate, Staines
28 Mill Mead,
Staines, TW18 4UQ

Note :

Arrow points to handle

and diagonal slash shows frame size

IN OUT

SOLID LINE - OUTWARD OPENING
DOTTED LINE - INWARD OPENING

Reference Drawings

The information within this drawing has been

used in conjunction with drawings:

REN-ARO-31-ZZ-DR-A-0500 (P08)

Ntech One open in
Head detail into Brickwork

P01 Approval Issue 25.07.2024

C03

CONSTRUCTION ISSUE

C01 Construction Issue 30.08.2024
C02 P02 Omitted from Revision History- Not issued 04.09.2024
C03 Pressings omitted from NorDan scope of works 13.09.2024
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IMPORTANT NOTES
(The recipient will be deemed to have cognisance and acceptance
of all these notes) This drawing must be checked by the client, his
agent or the main contractor and approved in writing. Any
subsequent written instruction to manufacture (Including "No
Comment") shall constitute approval. Manufacture cannot
commence until approved. Thereafter the client or the main
contractor will be liable for any additional expenses incurred by the
manufacturer and their agents for any alteration to the design
detail or layout requested by them.

CDM REGULATIONS
DESIGN RISK ASSESSMENT
The size and shape of individual units for this project have been
designed to satisfy the overall design requirements for the building.
All persons handling and installing such units should be aware that
there are risks associated with this type of work that cannot be
designed out.

In addition to the hazard/risk normally associated with the type of
work detailed in this drawing, note the following risk information.

PLEASE, DO NOT SCALE FROM THIS DRAWING

Main Contractor
Rev. Description Date
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and diagonal slash shows frame size

IN OUT
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Reference Drawings

The information within this drawing has been

used in conjunction with drawings:
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Ntech One/ Villa Fixed
Cill detail into Brickwork at FFL
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contractor will be liable for any additional expenses incurred by the
manufacturer and their agents for any alteration to the design
detail or layout requested by them.

CDM REGULATIONS
DESIGN RISK ASSESSMENT
The size and shape of individual units for this project have been
designed to satisfy the overall design requirements for the building.
All persons handling and installing such units should be aware that
there are risks associated with this type of work that cannot be
designed out.

In addition to the hazard/risk normally associated with the type of
work detailed in this drawing, note the following risk information.
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